
For Assembly Instructions see page 2

Operating Instructions

Mounting the Engine to the Engine Stand
1. Determine the engine's center of gravity.
2. Remove the engine clutch bell housing.
3. Remove the mounting plate (with brackets loosely attached) from the engine stand. Fasten the four brackets to the

engine. Do not tighten screws.

4. Position the mounting plate axis of rotation as close as possible to the engine's center of gravity. Tighten the four
cap screws holding the brackets to the engine; tighten the four cap screws holding the brackets to the mounting
plate.

5. Attach an engine lifting bar or sling to the engine. Using a suitable lifting device, maneuver the engine toward the
stand.

6. Insert mounting plate onto rotating shaft and tighten bolts. Securely fasten the mounting hardware. Slowly and
carefully remove the engine lifting device.

Removing the Engine from the Engine Stand
1. Attach an engine lifting bar or sling suspended from a suitable lifting device to the engine.
2. Loosen bolts from mounting plate, and slowly pull the mounting plate off the engine stand.
3. Maneuver the engine away from the engine stand, and unscrew the four cap screws holding the mounting bracket to

the engine.

Preventitive Maintenance

Periodically clean and lubricate the wheels, casters, and tubular end of the mounting plate.
Use a low temperature grease.

1. Wear eye protection that meets ANSI Z87.1 and OSHA standards.
2. Position the engine stand on a hard, level surface capable of sustaining the load.
3. To maintain shear strength specs, use U.S. Grade 8 (Metric Grade 10.9) cap screws to mount adapters or

engines.
4. Tapped holes in adapters and engine blocks must be clean and undamaged to ensure full thread engagement.

A thread length engagement equal to 1-1/2 screw diameters minimum is required to maintain strength
requirements.

5. Do not exceed the 2,000 lbs. maximum capacity of this engine stand. (Maximum capacity is determined with
the center of the engine located not more than 18" from the engine stand mounting hub surface.)

6. The load must be centered and secured to the mounting plate before the lifting device is removed.
7. Stay out from underneath a load being lifted of suspended.

8. The engine must be securely mounted on the repair stand with all mounting hardware securely tightened.
9. Do not modify this engine stand or use attachments.

10. Using the engine stand in a manner for which it was not designed may result in injury or damage to equipment.

Operator Responsibility

It is the operator's responsibility to read and understand all of the following safety statements:

Important Receiving Instructions

Visually inspect all components for shipping damage. Shipping damage is NOT covered by warranty. If shipping damage
is found, notify carrier at once. The carrier is responsible for all repairs and replacement costs during product shipping.

For Your Safety and To Prevent Injury

Read, study and understand all warning labels and operating instructions furnished with this equipment prior to use. If
any portion of this material is unclear, contact your representative for clarification. Never allow unskilled or improperly
trained personnel to operate this equipment. If the operator cannot read English, operating instructions and safety pre-
cautions must be read and discussed in the operator's native language.
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Part # Description Part # Description Part # Description Part # Description

1 Frame 11 Stud 21 Spring Washer 31 Mounting Board
2 Frame 12 Bearing 22 Screw 32 L-Bar
3 Frame 13 Bearing 23 Connecting Strip 33 Washer
4 L-Pin 14 Worm Gear 24 Hex Nut 34 Block
5 R-Pin 15 Key 25 Handle 35 Screw
6 Bolt 16 Nut 26 Cover 36 Arm
7 Spring Washer 17 T-Bearing 27 Screw 37 L-Bar
8 Nut 18 Worm Stud 28 Frame Upright 38 Caster Wheel
9 Frame Upright 19 Cap 29 Bolt 39 Caster Wheel
10 Screw 20 Bearing Housing 30 Stud 40 Washer

Assembly Instructions

Item Numbers Refer to Assembly Drawing
1. Attach Caster (39), to Frame (01), using washer (07), and nut (08).
2. Attach Caster (38), to Frame (03), using washer (07), and nut (08).
3. Attach Frame (02), to Frame (03), using bolt (06), washer (07), and locknut (08).
4. Attach Frame (01), to Frame (02), using L-Pin (04) and R-Pin (05).
5. Attach Upright Main Post (09) to Frame using bolt (06), spring washer (07), and nut (08).
6. Attach Upright (28), to Frame using bolt (29), spring washer (07), and nut (08).
7. Attach Gear Box and Mounting Finger per drawing.
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